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Wiring Configuration

DIN Rail Mounted / Three Phase/

(100A) SDM630 Series

Dimension Drawing
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Ordering Options

SDM630-M 3PH-4W, 3PH-3W, 1PH-2W, 3x230(400)V, 0.3~10(100)A, 50/60Hz, backlighted LCD display, 2 pulse outputs, RS485 Modbus RTU. Measures
KWh, kVarh, W, Var, VA, V, A, PF, THD, Hz, Max.DMD, Imp_kWh, Exp_kWh etc.

SDM630-MB 3PH-4W, 3PH-3W, 1PH-2W, 3x230(400)V, 0.3~10(100)A, 50/60Hz, backlighted LCD display, 2 pulse outputs, M-Bus EN13757-3 communication.
Measures kWh, kVarh, W, Var, VA, V, A, PF, THD, Hz, Max.DMD, Imp_kWh, Exp_kWh etc.

SDM630-MT 3PH-4W, 3PH-3W, 1PH-2W, 3x230(400)V, 0.3~10(100)A, 50/60Hz, backlighted LCD display, 2 pulse outputs, RS485 Modbus RTU, multi-tariffs.

Measures kWh, kVarh, W, Var, VA, V, A, PF, THD, Hz, Max.DMD, Imp_kWh, Exp_kWh etc

SDM630-MB-2T 3PH-4W, 3PH-3W, 1PH-2W, 3x230(400)V, 0.3~10(100)A, 50/60Hz, backlighted LCD display, 2 pulse outputs, M-Bus EN13757-3 communication.

2 Tariffs, Measures kWh, kVarh, W, Var, VA, V, A, PF, THD, Hz, Max.DMD, Imp_kWh, Exp_kWh etc.

SDM630-P 3PH-4W, 3PH-3W, 1PH-2W, 3x230(400)V, 0.3~10(100)A, 50/60Hz, backlighted LCD display, 2 pulse outputs. Measures kWh, kVarh, W, Var, VA,
V, A, PF, THD, Hz, Max.DMD, Imp_kWh, Exp_kWh etc.

SDM630-2T 3PH-4W, 3PH-3W, 1PH-2W, 3x230(400)V, 0.3~10(100)A, 50/60Hz, backlighted LCD display, 2 pulse outputs, RS485 Modbus RTU, 2 Tariffs,
Measures kWh, kVarh, W, Var, VA, V, A, PF, THD, Hz, Max.DMD, Imp_kWh, Exp_kWh etc.

SDM630-DI 3PH-4W, 3PH-3W, 1PH-2W, 3x230(400)V, 0.3~10(100)A, 50/60Hz, backlighted LCD display, RS485 Modbus RTU, 2 digital inputs.

Measures kWh, kVarh, W, Var, VA, V, A, PF, THD, Hz, Max.DMD, Imp_kWh, Exp_kWh etc.

Conformity References

Measurement category: IEC 61010-1 CAT Ill

Current input: Direct connect

Over-voltage category: CAT lll

Dielectric withstand: IEC 61010-1 double insulated, IEC 62052-31:2015

Protective class: ||

EMC: EN 61326-1:2021 & EN 61326-2-3:2021, EN IEC 62052-11:2021/A11:2022

Low Voltage Directive: EN 61010-1:2010+A1:2019 & EN IEC 61010-2-030:2021+A11:2021, IEC 62052-31:2015
MID Std: EN 50470-3:2022 and IEC / EN IEC 62052-11:2021/A11:2022, IEC 62052-31:2015

For more information on these products, please contact our sales
team on 86 0573 83698881 or email sales@eastrongroup.com

www.eastrongroup.com




